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	信息技术质量管理体系

	
	文档编号
	SHFE-ITC-00-WIGEN-01-05
	版本号
	V1.1



上海期货交易所信息服务商链路开通申请表
	单位名称
（盖章）
	

	联系信息

	技术联系人1
	
	联系人电话
	

	移动电话
	
	联系人Email
	

	技术联系人2
	
	联系人电话
	

	移动电话
	
	联系人Email
	

	接入地址 
（详细到楼层）
	

	现有接入链路
	期货大厦数据中心
□有  □无
	张江数据中心
□有  □无
	北京数据中心
□有  □无

	接入方式
	SDH
	DDN
	局网
	SDH
	DDN
	SDH
	DDN

	申请链路接入点
	□大厦
	接入方式
	□ SDH 
□ DDN
	运营商
	□电信□联通□移动

	
	
	
	
	速率
	

	
	
	
	□ 局网
	大厦楼层
	

	
	□张江
	接入方式
	□ SDH 
□ DDN
	运营商
	□电信□联通□移动

	
	
	
	
	速率
	

	
	□北京
	接入方式
	□ SDH 
□ DDN
	运营商
	□电信□联通□移动

	
	
	
	
	速率
	

	网络结构描述
	参考会员网络结构描述图模板修改

	以下由交易所填

	审核意见
	
	操作员
	

	链路编号
	
	路由方式
	□静态   □动态

	交易所
接入路由器
	
	路由器
端口名称
	

	接入路由器广域网
接口IP地址
	
	对端路由器广域网接口IP地址
	

	对端局域网IP地址
	
	开通时间
	


说明：1）本表由接入上海期货交易所的信息服务商填写；2）本表需信息服务商盖章，传真或送达上海期货交易所技术中心。
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	图表 1 信息服务商接入北京网络结构描述模板
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图表 2 信息服务商接入大厦、张江和第三条线路接入其他交易所网络结构描述模板


上图为微软Visio格式（可双击或“右键”选择“Visio对象”进行编辑），会员需根据技术系统配置情况，修改横向虚线以下部分内容。此图作为《上海期货交易所信息服务商链路开通申请表》中“网络结构描述”部分内容。
Shanghai Futures Exchange Information Service Providers Link Opening Application Form
	Company name 

(Seal) 
	

	Contact information 

	Technical contact 1 
	
	Contact phone 
	

	Contact mobile phone 
	
	Contact Email 
	

	Technical contact 2 
	
	Contact Phone 
	

	Mobile phone 
	
	Contact Email 
	

	Access address 

(On which floor) 
	

	Existing access link 
	Futures Building Data Center 

□ Yes □ No 
	Zhangjiang Data Center 

□ Yes □ No 
	Beijing Data Center 

□ Yes □ No 

	Access method 
	 SDH 
	 ATM 
	LAN 
	SDH 
	ATM 
	SDH 
	ATM 

	Apply for link access point 
	□ Futures Building 
	Access method 
	□ SDH 

□ ATM 
	Operator 
	□ China Telecom

 □ China Unicom 

□ China Mobile 

	
	
	
	
	Rate 
	

	
	
	
	□ LAN 
	Building floor 
	

	
	□ Zhangjiang 
	Access method 
	□ SDH 

□ ATM 
	Operator 
	□China Telecom □ China Unicom □ China Mobile 

	
	
	
	
	Rate 
	

	
	□ Beijing 
	Access method 
	□ SDH 

□ ATM 
	Operator 
	□ China Telecom 

□ China Unicom

 □ China Mobile 

	
	
	
	
	Rate 
	

	Network structure description 
	It is modified by referring to the information service provider network structure description template 

	The following blanks shall be filled out by the Exchange.

	Review opinion 
	
	Operator 
	

	Link ID 
	
	Routing 
	□ Static □ Dynamic 

	The Exchange access router
	
	Router 

Port name 
	

	IP address of access router WAN 

interface
	
	IP address of  opposite terminal router WAN interface 
	

	IP address of opposite terminal LAN 
	
	Opening time 
	


Notes: 
(1) This form should be filled out by the information service providers connected to Shanghai Futures Exchange; 
(2) The form should be sealed by the information service providers, and sent to Shanghai Futures Exchange Information Technology Center by fax or hand. 
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	Figure 1: Information Service Provider Network Structure Description Template (Access to Beijing Data Center)
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Figure 2: Information Service Provider Network Structure Description Template (Access to Future Building, Zhangjiang or access to other exchanges through a third line)

The figure above is of Microsoft Visio format (double click or right click to choose "Visio object" for editing). Members shall modify the contents below the horizontal dashed line according to the technical system configuration. This figure is a part of the network structure description in Shanghai Futures Exchange Information Service Provider Link Opening Application Form.
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