上海期货交易所专线开通申请表
	会员名称
（盖章）
	

	会员编号
	
	远程席位登录用户名
	

	远程席位信息

	交易软件名称和版本
	
	传真
	

	技术联系人姓名
	
	联系人电话
	

	联系人移动电话
	
	联系人Email
	

	会员端接入地址 
（详细到楼层）
	

	现有接入链路
	上期所
	中金所
□有 □无
	大商所
□有 □无
	郑商所
□有 □无

	
	大厦
□有 □无
	张江
□有 □无
	
	
	

	现有链路类型、运营商、数量
	
	
	
	
	

	申请链路接入点
	□大厦
	接入方式
	□ SDH
□ ATM
	运营商
	□电信□联通□移动

	
	
	
	
	速率
	

	
	
	
	□ 局网
	大厦楼层
	

	
	□张江
	接入方式
	□ SDH 
□ ATM
	运营商
	□电信□联通□移动

	
	
	
	
	速率
	

	
	□北京
	接入方式
	□ SDH 
□ ATM
	运营商
	□电信□联通□移动

	
	
	
	
	速率
	

	网络结构描述
	以《会员网络结构描述模板》为基础进行扩充（单独成文，附在本表之后）。应描述报盘机连接交易所接入平台的相关网络拓扑（含本次新申请链路的设计内容和技术系统调整内容）。技术中心将基于此描述评估交易业务及通信链路的合理性和可靠性。

	以下由交易所填写

	审核意见
	
	操作员
	

	链路编号
	
	路由方式
	□静态   □动态

	交易所
接入路由器
	
	路由器
端口名称
	

	接入路由器广域网
接口IP地址
	
	会员路由器广域网接口IP地址
	

	会员局域网IP地址
	
	开通时间
	


说明:1）本表由接入上海期货交易所接入的会员单位填写；2）本表需会员单位盖章，传真或送达上海期货交易所技术中心。
会员网络结构描述模板
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	图表1：会员网络结构描述模板一（通过直连其他交易所访问北京数据中心）
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图表 2 会员网络结构描述模板二（通过直连北京数据中心线路访问）



上图为微软Visio格式（可双击或“右键”选择“Visio对象”进行编辑），会员需根据技术系统配置情况，修改横向虚线以下部分内容。此图作为《上海期货交易所会员链路开通申请表》中“网络结构描述”部分内容。
Shanghai Futures Exchange Member Link Opening Application Form
	Member name 

(Seal) 
	

	Member ID 
	
	Login username of remote seat 
	

	Remote seat information 

	Trading software vendor and version 
	
	Fax 
	

	Name of technical contact person 
	
	Contact Phone 
	

	Contact mobile phone 
	
	Contact Email 
	

	Member-end access address 

(On which floor) 
	

	Existing access link 
	SHFE
	CFFEX
□ Yes □ No 
	DCE 

□ Yes □ No 
	ZCE 

□ Yes □ No 

	
	Futures Building 

□ Yes □ No 
	Zhangjiang 

□ Yes □ No 
	
	
	

	Existing link type, operator, quantity
	
	
	
	
	

	Applied link access point 
	□ Futures Building 
	Access method 
	□ SDH 

□ ATM 
	Operator 
	 □ China Telecom 

□ China Unicom

 □ China Mobile 

	
	
	
	
	Rate 
	

	
	
	
	□ LAN 
	Building floor 
	

	
	□ Zhangjiang 
	Access method 
	□ SDH 

□ ATM 
	Operator 
	□ China Telecom 

□ China Unicom 

□ China Mobile 

	
	
	
	
	Rate 
	

	
	□ Beijing 
	Access method 
	□ SDH 

□ ATM 
	Operator 
	□ China Telecom 

□ China Unicom 

  □ China Mobile 

	
	
	
	
	Rate 
	

	Network structure description 
	It is formed by expanding Member Network Structure Description Template (the description is a separate article attached to this form). The relevant network topology connecting the offering machine with the Exchange access platform should be described (including the design content of the current newly applied link and the adjustment content of technical systems). The Technology Center will evaluate the rationality and reliability of trading businesses and communication links based on this description. 

	The following blanks shall be completed by the Exchange.

	Review opinion 
	
	Operator 
	

	Link number 
	
	Routing 
	□ Static □ Dynamic 

	Exchange 

Access to router 
	
	Router 

Port name 
	

	Interface IP address of access router WAN 
	
	Interface IP address of member router WAN 
	

	IP address of member LAN 
	
	Opening time 
	


Notes: 
(1) This form should be filled out by the member companies connected to Shanghai Futures Exchange; 
2) The form should be sealed by the member companies, and sent to Shanghai Futures Exchange Information Technology Center by fax or hand. 
Member network structure description template 
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	Figure 1: Member network structure description template 1 (Access to Beijing Data Center through direct connection to other exchanges)
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Figure 2: Member network structure description template 2 (Access through direct connection to Beijing Data Center)


The figure above is of Microsoft Visio format (double click or right click to choose "Visio object" for editing). Members shall modify the contents below the horizontal dashed line according to the technical system configuration. This figure is a part of the network structure description in Shanghai Futures Exchange Member Link Opening Application Form. 
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