上海期货交易所专线开通测试报告
	会员名称

（盖章）
	

	会员编号
	
	远程席位登录用户名
	

	远程席位信息

	交易软件供应商和版本
	
	传真
	

	技术联系人姓名
	
	联系人电话
	

	联系人移动电话
	
	联系人Email
	

	会员端接入地址 

（详细到楼层）
	

	链路信息

	链路类型
	
	运营商名称
	

	链路编号
	
	链路带宽
	

	广域网路由器型号
	
	广域网路由器名称
	

	广域网接口地址
	
	测试报盘机IP
	

	测试方法

	1
	登陆到广域网路由器，ping对端路由器广域网接口1000个数据包，查看有无丢包。
	丢包率：
	最小延迟：

	
	
	平均延迟：
	最大延迟：

	2
	登陆到广域网路由器，ping对端路由器广域网接口，ping4000字节大包10000个，查看有无丢包
	丢包率：
	最小延迟：

	
	
	平均延迟：
	最大延迟：

	3
	登陆广域网路由器，使用大小不等数据包ping对端路由器接口， show interface检查接口带宽使用率
	5 minute Input Rate
	         Bits/sec

	
	
	5 minute output Rate
	         Bits/sec

	4
	登陆到测试报盘机，ping期货大厦、张江和北京中心交易前置主机地址各1000个包（15：30分后进行测试）
	Ping 192.168.11.31
	丢包数目：

	
	
	Ping 192.168.11.32
	丢包数目：

	
	
	Ping 192.168.12.41
	丢包数目：

	
	
	Ping 192.168.12.42
	丢包数目：

	
	
	Ping 192.168.16.31
	丢包数目：

	
	
	Ping 192.168.16.32
	丢包数目：

	5
	登陆到测试报盘机，使用trace命令查看报盘机到期货大厦、张江和北京中心交易前置路径并记录
	Trace 192.168.11.31

大厦前置主机
	

	
	
	Trace 192.168.12.41

张江前置主机
	

	
	
	Trace 192.168.16.31

北京前置主机
	

	备注
	


说明:1）本表由接入上海期货交易所接入的会员单位填写；2）本表需会员单位盖章，传真或送达上海期货交易所技术中心。
Shanghai Futures Exchange Member Link Opening Test Report
	Member name 

(Seal) 
	

	Member ID 
	
	Login username of remote seat 
	

	Remote seat information 

	Trading software vendor and version 
	
	Fax 
	

	Name of technical contact person 
	
	Contact phone 
	

	Contact mobile phone 
	
	Contact Email 
	

	Member-end access address 

(On which floor) 
	

	Link information 

	Link type 
	
	Operator name 
	

	Link number 
	
	Link bandwidth 
	

	WAN router model 
	
	WAN router name 
	

	WAN interface address  
	
	Testing offering machine IP 
	

	Test method 

	1 
	Log in the WAN router, ping 1,000 packets at opposite terminal router WAN interface, to check whether packet is lost. 
	Packet loss rate: 
	Minimum delay: 

	
	
	Average delay: 
	Maximum delay: 

	2 
	Log in the WAN router, ping 10,000 4000-byte packets at opposite terminal router WAN interface, to check whether packet is lost.
	Packet loss rate: 
	Minimum delay: 

	
	
	Average delay: 
	Maximum delay: 

	3 
	Log in WAN router, use packets of different sizes to ping opposite terminal router interface, to check show interface bandwidth usage.
	5 minute Input Rate 
	         Bits / sec 

	
	
	5 minute output Rate 
	         Bits / sec 

	4 
	Log in the testing offering machine, ping 1,000 packets of the trading front-end hosts of Futures Building Data Center, Zhangjiang Data Center and Beijing Data Center, respectively  (conduct the test after 15:30).
	Ping 192.168.11.31 
	Number of packet loss: 

	
	
	Ping 192.168.11.32 
	Number of packet loss: 

	
	
	Ping 192.168.12.41 
	Number of packet loss: 

	
	
	Ping 192.168.12.42 
	Number of packet loss: 

	
	
	Ping 192.168.16.31 
	Number of packet loss: 

	
	
	Ping 192.168.16.32 
	Number of packet loss: 

	5 
	Log in the testing offering machine, using the trace command to view and record the paths from the offering machine to the trading front-end hosts in Futures Building Data Center, Zhangjiang Data Center and Beijing Data Center.
	Trace 192.168.11.31 

Futures Building front-end host 
	

	
	
	Trace 192.168.12.41 

Zhangjiang front-end host 
	

	
	
	Trace 192.168.16.31 

Beijing front-end host 
	

	Remark 
	


Notes: 
(1) This form should be filled out by the member companies connected to Shanghai Futures Exchange; 
(2) The form should be sealed by the member companies, and sent to Shanghai Futures Exchange Information Technology Center by fax or hand.
